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Experience German Paints



CERATONE COLOURS

A paint that uses very fine stones to
create a smooth, subtly textured finish

SB2 +C-12114

SB3 + C-13/14

SB1+ C-10/14 SB3 +C-4/14 SB2 +C-5/14

e

SB1+C-16/14 SB7+C-3/14 SB7+C-1/14 C-19/14

SB3 +C-18/14 SB2 + C-11/14 SB2 + C-14/14

SB3+C-15/14 SB4+C-6/14 SB7+C-8/14









APPLICATION METHOD

To guarantee the final result, ensure that the correct and
recommended systems are fully applied.

1 x Coat of CapaStone Primer - to ensure a = X
properly sealed and bound substrate, of which
the subsequent system will effectively adhere.

o -

1 x Coat of CapaStone DecoCoat/EuroStone/ / / / .

CeraTone /the final colour/texture application /
that will provide the key stone highlights to the
building.
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The full effects of the Caparol CapaStone system can only
be achieved via full and correct application. Upon accurate
application of CapaStone, Caparol will guarantee high
performance durability and substrate protection that will meet the
challenges of the climate. The beauty of the stone effect surface
will endure as dirt and dust will not adhere, keeping maintenance
to a minimum while enhancing the building’s appeal.

Protective
Coat

Caparol stands at the forefront of technological advancements

in decorative coatings and can achieve these incredible benefits -
via new Nano-Quartz Matrix Technology. The inclusion of this
technology in Caparol CapasStone NanoClear creates a hard
surface that prevents the adhesion of all types of particles, leaving
a clean finish that endures. The multitude of benefits also includes
protection against the climate and a durable finish that is both
reliable and high impact.

The colours indicated on the chips reflect a BaseCoat (SB) and a CapaStone TopCoat used . SB
together. Always use the correct combinations. . /

While every care is taken to ensure that the colours shown in the photographs and indicated
by the paint chips themselves match the actual paint colours, variations may occur due fo
limitations in the printing process, texture and gloss level in the substrate itself and the effect
of light and shade on location. For best results, apply a small sample on location and always
ensure batch numbers are the same on all cans used.






